HASPS

For doors up to 3/8” thick. Staple has stud for riveting.

No. 4853-XP8
Single-point, padlock type, hasp T-latch.

Dimensions:
1-7/16” Length inside latch
4-1/4” Length hasp

Material: Malleable iron and steel
Finish: Plain
Weight: .56 lbs.

Concealed steel ball and spring retain hasp when padlock is not used.

No. 4849-BP8
Single-point, padlock type, hasp latch.

Dimensions:
7/8” to 1” Panel thickness
1-7/16” Max. length inside latch
1” x 2” Striker plate
4-1/4” Length hasp

Material: Malleable iron and steel
Finish: Plain
Weight: .63 lbs.

69 Cam Latch
Arrowhead · Detent design · Adjustable grip
- Single hole install
- Detented design
- Adjustable grip

Material and Finish
Nylon and steel, zinc plated

Features and Benefits
- Padlockable for even greater security
- Heavy construction provides enhanced security for door and gates
- Extended bolt throw for maximum strike engagement
- Complete with surface strike – mounts easily
- CD1084BB – Brass bolt, Weathergard™ galvanized finish with galvanized screws
- 13/32” Bolt diameter

4” Zinc Plated (2C) Heavy Barrel Bolt – 227110

<table>
<thead>
<tr>
<th>Size</th>
<th>Part Number</th>
<th>Min.</th>
<th>Max.</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>E</th>
</tr>
</thead>
<tbody>
<tr>
<td>Small</td>
<td>99-30-361-11</td>
<td>4.1(1.61)</td>
<td>28.2(1.11)</td>
<td>12.7(0.50)</td>
<td>12.7(0.50)</td>
<td>13.5(0.53)</td>
<td>4.75(0.19)</td>
<td></td>
</tr>
<tr>
<td>Medium</td>
<td>99-30-461-11</td>
<td>5.1(1.61)</td>
<td>33.4(1.31)</td>
<td>19.1(0.75)</td>
<td>17.5(0.69)</td>
<td>19.9(0.79)</td>
<td>6.25(0.25)</td>
<td></td>
</tr>
<tr>
<td>Large</td>
<td>99-30-561-11</td>
<td>6.1(1.55)</td>
<td>45.3(1.79)</td>
<td>25.4(1.00)</td>
<td>22.2(0.87)</td>
<td>34.1(1.34)</td>
<td>12.7(0.50)</td>
<td></td>
</tr>
</tbody>
</table>

4” Zinc Plated (2C) Heavy Duty Barrel Bolt – 773123

<table>
<thead>
<tr>
<th>Size</th>
<th>Part Number</th>
<th>Min.</th>
<th>Max.</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>E</th>
</tr>
</thead>
<tbody>
<tr>
<td>Small</td>
<td>99-30-361-11</td>
<td>4.1(1.61)</td>
<td>28.2(1.11)</td>
<td>12.7(0.50)</td>
<td>12.7(0.50)</td>
<td>13.5(0.53)</td>
<td>4.75(0.19)</td>
<td></td>
</tr>
<tr>
<td>Medium</td>
<td>99-30-461-11</td>
<td>5.1(1.61)</td>
<td>33.4(1.31)</td>
<td>19.1(0.75)</td>
<td>17.5(0.69)</td>
<td>19.9(0.79)</td>
<td>6.25(0.25)</td>
<td></td>
</tr>
<tr>
<td>Large</td>
<td>99-30-561-11</td>
<td>6.1(1.55)</td>
<td>45.3(1.79)</td>
<td>25.4(1.00)</td>
<td>22.2(0.87)</td>
<td>34.1(1.34)</td>
<td>12.7(0.50)</td>
<td></td>
</tr>
</tbody>
</table>

6” Mechanically Galvanized (ST2H)
Heavy Barrel Bolt – 763800

<table>
<thead>
<tr>
<th>Size</th>
<th>Part Number</th>
<th>Min.</th>
<th>Max.</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>E</th>
</tr>
</thead>
<tbody>
<tr>
<td>Small</td>
<td>99-30-361-11</td>
<td>4.1(1.61)</td>
<td>28.2(1.11)</td>
<td>12.7(0.50)</td>
<td>12.7(0.50)</td>
<td>13.5(0.53)</td>
<td>4.75(0.19)</td>
<td></td>
</tr>
<tr>
<td>Medium</td>
<td>99-30-461-11</td>
<td>5.1(1.61)</td>
<td>33.4(1.31)</td>
<td>19.1(0.75)</td>
<td>17.5(0.69)</td>
<td>19.9(0.79)</td>
<td>6.25(0.25)</td>
<td></td>
</tr>
<tr>
<td>Large</td>
<td>99-30-561-11</td>
<td>6.1(1.55)</td>
<td>45.3(1.79)</td>
<td>25.4(1.00)</td>
<td>22.2(0.87)</td>
<td>34.1(1.34)</td>
<td>12.7(0.50)</td>
<td></td>
</tr>
</tbody>
</table>
SAFETY AND HINGE HASPS
NEW WIDER ASSORTMENT INCLUDING SWIVEL TYPE, KEY LOCKING TYPE
AND EXTRA HEAVY DUTY TYPES

<table>
<thead>
<tr>
<th>Description</th>
<th>Size</th>
<th>Item No.</th>
<th>Wt. per doz. (lbs.)</th>
<th>Per case</th>
</tr>
</thead>
</table>
| TA-500 SAFETY HASPS
with adjustable staples, boxed & priced per dozen without screws. | 3\(\frac{1}{8}\)" | TA-500PS | 2.75 | 25 doz. |
| | 3\(\frac{1}{8}\)" | | 3.00 | 25 doz. |
| | 4\(\frac{1}{2}\)" | | 3.75 | 25 doz. |
| | 6" | | 8.00 | 12 doz. |
| | 3\(\frac{1}{8}\)" | TA-500GV | 2.75 | 25 doz. |
| | 3\(\frac{1}{8}\)" | | 3.00 | 25 doz. |
| | 4\(\frac{1}{2}\)" | | 3.75 | 25 doz. |
| | 6" | | 8.00 | 12 doz. |
| | 3\(\frac{1}{8}\)" | TA-500HGV-BP | 0.23 | 100 ea. |
| | 3\(\frac{1}{8}\)" | | 0.25 | 100 ea. |
| | 4\(\frac{1}{2}\)" | | 0.31 | 100 ea. |
| | 6" | | 0.67 | 100 ea. |
| TA-500L LIGHT SAFETY HASPS
with fixed staples, boxed per doz. without screws. | 2" | TA-500L-PS | 0.65 | 50 doz. |
| | 2\(\frac{1}{2}\)" | | 0.84 | 50 doz. |
| | 2" | TA-500L-GV | 0.65 | 50 doz. |
| | 2\(\frac{1}{2}\)" | | 0.84 | 50 doz. |
| TA-600 HINGE HASPS
boxed per dozen without screws. | 3" | TA-600PS | 1.75 | 25 doz. |
| | 3" | | 2.50 | 20 doz. |
| | 4\(\frac{1}{2}\)" | | 5.00 | 12 doz. |
| | 6" | | | |
| | 3" | PA-600GV | 1.75 | 25 doz. |
| | 3" | | 2.50 | 25 doz. |
| | 4\(\frac{1}{2}\)" | | 5.00 | 12 doz. |
| | 6" | | | |
| | 2-2\(\frac{1}{2}\)" | | | |
| | 3\(\frac{1}{8}\)" | | | |
| | 4" | | | |
| | 6" | | | |

TA-600X-GV-PWS
GARAGE AND UTILITY DOOR EXTRA-HEAVY HINGE HASPS

<table>
<thead>
<tr>
<th>Description</th>
<th>Size</th>
<th>Item No.</th>
<th>Wt. per doz. (lbs.)</th>
<th>Per case</th>
</tr>
</thead>
<tbody>
<tr>
<td>Latch Lockable 4&quot; – 1628</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Latch Lockable 4" – 1628

Material: Stamped Stainless Steel
Length: 4"
Width: 3"
Height: 0.880"
Fastener Size: #8
Weight: .34 lb

Industrial Hardware Distributors, Inc.
620 Spicer St., Akron, OH 44311 • 800.824.1864  l  3415 S.W. 6th St., Ocala, FL 34474 • 800.682.8900
www.industrialhwe.com
HASPS

Zinc Plated (2C) Slide Action Bolt – 814020700

Features and Benefits
- Slide action bolt is for use on flush mounted gates and doors
- Can be used in outswinging or inswinging applications
- Made of heavy gauge steel for long wearing service
- Padlockable for greater security
- Square holes in base accommodate 1/4" carriage bolts to help prevent unauthorized access
- 5/16" Bolt diameter
- 2-3/32" Bolt throw
- 3-15/16" x 2-1/4" Base length x width

Product Details
- Base Length .............. 3-15/16
- Base Size................ 3-15/16x2-1/4
- Base Width.............. 2-1/4
- Bolt Diameter ........... 5/16
- Bolt Length ............. 6-3/16
- Bolt Throw ............. 2-3/32
- Class .................. SP1271
- Finish .................. 2C
- Finish Description ...... Zinc Plated

1-3/4" / 4-1/2" Zinc Plated (2C) Padlock & Hasp Combination – 399725

Features and Benefits
- Can be used to help secure cabinets, sheds and store rooms
- LifeSpan® Corrugated leaf has up to twice the strength of conventional flat-leaf hasps
- Rotating post discourages forced entry
- Padlock’s shackle is made of hardened steel to resist cutting and sawing
- Steel hasp and padlock are zinc plated to resist rust

Product Details
- Class ........................ CD39-9725
- Finish ......................... 2C
- Finish Description ........ Zinc Plated
- Hasp Size ................... 4-1/2
- Padlock Size ............... 1-3/4

3-1/2" Zinc Plated (2C) Keylocking Hasp – 755204

Features and Benefits
- Hasp only locks by using key- helps prevent "lockout"
- Functions as a conventional latching hasp when key isn't used
- LifeSpan® Corrugated leaf has up to twice the strength of conventional flat-leaf hasps
- Hold-open feature eliminates uncontrolled swinging of leaf
- Exclusive full-width knuckle design and supporting side walls reduce sag
- All component parts are plated prior to assembly to enhance rust resistance
- Includes 2 solid brass keys • 1-15/32" Pad length
- 1-11/16" Pad width • 1-5/8" Post base length
- 1-1/2" Post base width • 1-1/4" Post projection

Product Details
- Length.................... 3-1/2", 88.9mm
- Class .......................... SP921
- Finish ......................... 2C
- Finish Description ........ Zinc Plated
- Leaf Length .............. 3-1/2
- Leaf Size .................. 3-1/2x1-1/2
- Leaf Width ............... 1-1/2
- Pad Length ............... 1-15/32
- Pad Size .................. 1-15/32x1-11/16
- Pad Width ............... 1-11/16
- Post Base ................. 1-5/8x1-1/2
- Post Projection .......... 1-1/4